








EngineOptional . » ________________lGSeriesd-5t

Optional engines

) . Max. Bore/cylinder Fuel
Engine model Displacement | Manufacturer Rated power . .
torque(Nm/rpm) No./displacement concumprion
4DX23-82GG3U CHN 111 XICHAI 60kW/2200rpm 320/1400-1700 102mm/4/3.8L 215g/kw.h
S565-229 Euro II1A MITSUBISHI 52kw/2300rpm 248/1700 94mm/6/3.3L 245g/kw.h
4E30YG52 Euro V XINCHAI 55.8kw/2200rpm 320/1200-1600 94mm/4/2.9L 250g9/kw.h
YN38CFD4 CHN IV YUNNEI 70kw/2200rpm 380/1300 ~ 1650 102mm/4/3.8L 215g/kw.h

Mast Specificaions . »

Mast Mast _ H2 Max Load Capacity (J=500mm) (kg) v Leered] e H3 Free Lifting Mast Tilting
Type | Model Llftl?r%;?lght 20DTIV 45DTIV 50DTIV Height(mm) Height (mm) @;\3};
M230 2300 4000 4500 5000 1895 150 6/12
M250 2500 4000 4500 5000 1995 150 6/12
e M275 2750 4000 4500 5000 2120 150 6/12
% M300 3000 4000 4500 5000 2245 150 6/12
‘g M330 3300 4000 4500 5000 2395 150 6/12
S’ M350 3500 4000 4500 5000 2495 150 6/12
,Tj M375 3750 4000 4500 5000 2620 150 6/12
2 M400 4000 4000 4500 5000 2795 150 6/6
% M425 4250 3800*4000 4300*4500 4700*5000 2920 150 6/6
é M450 4500 3700*4000 4200*4500 4500*5000 3045 150 6/6
% M475 4750 3500*3700 4000*4200 4250*4600 3170 150 6/6
2 M500 5000 3200*3400 3600*4000 4000*4200 3295 150 6/6
M550 5500 *3200 *3600 3400*3800 3545 150 3/6
M600 6000 2400%2900 2500*3200 3100*3600 3795 150 3/6
Note: * means capacity of double front wheels.
ZM200 2000 4000 4500 5000 1745 908 6/12
ZM250 2500 4000 4500 5000 1995 1158 6/12
- ZM270 2700 4000 4500 5000 2095 1258 6/12
é ZM300 3000 4000 4500 5000 2245 1408 6/12
§ ZM330 3300 4000 4500 5000 2395 1558 6/12
% ZM350 3500 4000 4500 5000 2495 1658 6/12
3 ZM370 3700 4000 4500 5000 2620 1783 6/12
ZM400 4000 3800*3900 4300*4400 4800*4900 2745 1908 6/6

Note: *The free lifting height with backrest minus 189mm.

Note: * means capacity of double front wheels.

Z5M320 3200 4000 4500 5000 1810 1023 6/6
Z5M360 3600 3900%4000 4400*4500 4900*5000 1944 1157 6/6
Z5M400 4000 3750*4000 4300*4500 4750*5000 2078 1291 6/6
Z5MA435 4350 3500*3800 4100*4300 4400*4800 2194 1407 6/6
E ZSM450 4500 3350*3500 4000*4200 4300*4600 2245 1458 6/6
] Z5M480 4800 3150*3300 3700*3900 3950*4100 2345 1558 6/6
g ZSM500 5000 3050*3200 3400*3700 3800*4000 2444 1657 6/6
& Z5M540 5400 2750*3000 3000%3400 3500%3600 2569 1782 3/6
" ZSM600 6000 1900*2500 2400*3000 2800*3400 2810 2023 3/6
Z5M650 6500 1200*1800 1800*2400 2300%2900 2977 2190 3/3

Note: *The free lifting height with backrest minus 239mm.
Note: * means capacity of double front wheels.

Note: Load capacity is reduced 200kg with optional side shifter for 4-5t forklift.



Configuration Option Sheet ) LG Series 4-5t

Configuration

Overhead Guard

Roof Weather Canopy

Pedal Rubber

Semi-suspension Seat

Automatic Shift

Electro-hydraulic
Reversing

Warning Light

Backrest

Standard Forks

Tilt-adjustable Steering
Column

Lift, Tilt, Levers

Two-piece Multiplex
Valve

Fully-hydraulic Power
Steering

Tilting Cylinder Latching
Valve

Transmission Oil Filter

Multi Function Display

Working Hour Meter

Oil Content Meter

Water-thermometer

Charging Indicator

Neutral Position Switch

Oil Pressure Warning

Electric Horn

Full Set of LED Lights

Reversing Buzzer

Optional

Temperature Alarm

Key Shutoff Device Push-button Parking Brake | Torque Converter Oil Dipstick Traction Pin Tool Box
. . . Multiple Hydraulic - Full Set OPS
Solid Tyres Rear Working Light Driving OPS X ) .
Attachments (Including drive and lift)
. . Torque Converter Oil . X .
Cabin High Level Exhaust Reversing Voice Horn Sound-light Alarm

Three sides(left,right and
rear)red/blue bar light

Double Air Filter

Overspeed Alarm,10km/h

Electric Fan

Power Master Switch

Suspension Seat

Oil Bath Air Filter

Fork Extensions

Tilt cylinder protection

Steering cylinder protection

Heater

Fire Extinguishing Muffler

Custom Colours

Widen Fork Carriage

Front Windscreen
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Note: The vertical axis represents the rated lifting weight, and the horizontal axis
represents the load center distance. The load center is calculated from the front of
the fork, and the base point of the standard load refers to the center position of a
cube with a load side length of 1000 mm. When the mast is tilted forward,
non-standard forks are used, or loads exceeding the normal width are loaded, the
load capacity will be reduced. Through the load curve chart, the carrying capacity
of various load centers can be understood in time.
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