


Advanced AC dual drive motor, which can
produce strong traction and power.

Ultra-small turning radius, improve passability
and space utilization.

Regenerative braking function, prolong effective
using time of battery.

Intelligent LCD, can display the fault code,
improve the maintenance efficiency.

Powerful AC pump motor provides greater
torque, making lifting and dropping of forks
more smooth.

SupIuoT

Anti-skid function of ramp enables machine to
slide smoothly and automatically on ramp.
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High-power drive motor provides strong Using electromagnetic parking brake, it The lifting system is equipped with a
power; dual motors drive the front wheels can realize automatic parking function on descending buffer device to reduce the
independently. slopes and flat areas. impact and vibration of the mast.

Use advanced power display meter, timing It can be rotated forward and reverse, with

wide field of view mast design, battery

meter and fault self-diagnosis meter to
¢ sunken design, low center, good stability.

accurately display under harsh working
conditions.

small turning radius and good maneuver-
ability.
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Multi Function Display

Driving/lifting/steering
Computer Controlled

Pedal Rubber

Lead Acid & Lithium Battery

Emergency Stop Switch

Safety seat

Full-hydraulic Power

Standard Forks

Adjustable Steering Column

Lift, Tilt, Levers

Configuration

Steering
. . - ) ) ) . Energy Efficient
Two-piece Multiplex Valve Driving OPS Wide view mast Gear Pump with Low Noise e
Dynamic Signal
Load Sensing Hydraulic . . . .
Syet Roof Weather Canopy Charging Indicator Electric Horn Reversing Buzzer
ystem
Traction Pin Tool Box Solid Tyres Full Set of LED Lights

Rear Working Light

Wwarning Light

Suspension Seat

Non Marking Tyres

2 Stage Full Free Lift Mast

3 Stage Full Free Lift Mast

Lifting Potentiometer

Rotating Buzzer Warning
Light

Battery Charger

Valve and piping
Reserving

Optional

Three sides(left,right and
rear)red/blue bar light

Rear Blue Light

Full Set OPS(Including
drive and lift)

Tailored backrest

Widen Fork Carriage

Fork Extensions

Tilt cylinder protection

Steering cylinder protection

Custom Colours

Multiple Hydraulic
Attachments

Transparent Roof Cover
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Load Curve

Load Centre (D)
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Note: The vertical axis represents the rated lifting weight, and the horizontal axis
represents the load center distance. The load center is calculated from the front of
the fork, and the base point of the standard load refers to the center position of a
cube with a load side length of 1000 mm. When the mast is tilted forward,
non-standard forks are used, or loads exceeding the normal width are loaded, the

load capacity will be reduced. Through the load curve chart, the carrying capacity
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of various load centers can be understood in time.
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Structure Diagram
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