





Mast Specifications ) E Series 5-7t

- . H2 Max Load Capacity (J=600mm) (kg) o LaweredMast H3 Free Lifting Height (mm) Mast Tilting
Tvpe | Model | LTRG FSioht CPD50 CPD60 CPD70 Helahtmm) | cpp50/60 CPD70 Carp
M200 2000 2000
M250 2500 2250
= M270 2700 2350
g M300 3000 2500
- 10/12
= M330 3300 2650
g M350 3500 2750
a 5000 6000 7000
= M375 3750 2875
T 206 211
= M400 4000 3050
g M425 4250 3175
% M450 4500 3300
& M475 4750 3425
N M500 5000 3550 o/6
M550 5500 4750 5700 6600 3850
M600 6000 4400 5400 6400 4100
ZM200 2000 1960 980 985
ZM225 2250 2085 1105 1110
ZM250 2500 2210 1230 1235
o ZM270 2700 2310 1330 1335
% ZM300 3000 2460 1480 1485 10/12
% ZM330 3300 5000 6000 7000 2610 1630 1635
[}
g ZM350 3500 2710 1730 1735
~ ZM370 3700 2810 1830 1835
ZM400 4000 3010 2030 2035
ZM425 4250 3135 2155 2160
ZM450 4500 3260 2280 2285 o/6
Note: The free lifting height with backrest minus 402mm.
ZSM320 3200 4800 5900 6500 2205 1247 1252
ZSM360 3600 2335 1377 1382 10/12
ZSM400 4000 2465 1507 1512
ZSM435 4350 2585 1627 1632
Z5M450 4500 4500 2600 6200 2635 1677 1682
E Z5M480 4800 2735 1777 1782
g ZSM500 5000 2805 1847 1852
E Z5M540 5400 4200 5300 6000 2990 2032 2037 6/6
ﬁ ZSM600 6000 4000 5000 5500 3190 2232 2237
ZSM630 6300 3800 4600 5000 3290 2332 2337
ZSM650 6500 3600 4300 4500 3355 2397 2402
ZSM700 7000 3000 3300 3800 3545 2587 2592
Note: The free lifting height with backrest minus 424mm.

Note: Load capacity is reduced 300kg with optional side shifter for 5-7t forklift.








