





Mast Specifications N Series 3-3.5t

) H1 Lowered Mast H3 Free Lifting s L
:Iy?)set pzlloadsél Lift:-r?gl\lll-lae)i(ght Load Capacity (J=500mm) (kg) Height(mm) Height (mm) é?&;/lg
(mm) 3T 3.5T 3-3.5T 3T 3.5T 3-3.5T
M200 2000 3000 3500 1550 145 150 6/10
M230 2300 / / / / / /
M250 2500 3000 3500 1800 145 150 6/10
M270 2700 3000 3500 1900 145 150 6/10

3 M275 2750 / / / / / /

E M300 3000 3000 3500 2050 145 150 6/10

= M330 3300 3000 3500 2200 145 150 6/10

g M350 3500 3000 3500 2300 145 150 6/10

i‘ M370 3700 3000 3400 2400 145 150 6/10

3 M375 3750 / / / / / /

g M400 4000 2950 3350 2600 145 150 6/6

_r% M425 4250 2850 3250 2725 145 150 6/6

ﬁ M450 4500 2750 3100 2850 145 150 6/6

g M475 4750 2600*2950 2950 2975 145 150 6/6

2 M500 5000 2400*2850| 2650*2800 3100 145 150 6/6

M550 5500 2250%2400| 2500*2600 3400 145 150 3/6
M600 6000 1500%2200| 1550%2400 3650 145 150 3/6
Note: * means capacity of double front wheels.
ZM200 2000 3000 3500 1550 855 860 6/10
ZM250 2500 3000 3500 1800 1105 1110 6/10
ZM270 2700 3000 3500 1900 1205 1210 6/10
ZM275 2750 / / / / / /
ZM300 3000 3000 3500 2050 1355 1360 6/10

g ZM330 3300 3000 3500 2200 1505 1510 6/10

@ ZM350 3500 3000 3500 2300 1605 1610 6/10

"(; ZM370 3700 3000 3400 2400 1705 1710 6/10

g ZM375 3750 / / / / / /

~ ZM400 4000 2950 3350 2600 1905 1910 6/6

ZM425 4250 / / / / / /
ZM450 4500 2750 3100 2850 2155 2160 6/6
Note: 3-3.5T free lifting height with backrest minus 380mm.
Note: * means capacity of double front wheels.
ZS5M320 3200 / / / / / /
ZSM360 3600 2900 3300 1865 1085 1090 6/6
Z5SM400 4000 2900 3250 2000 1220 1225 6/6
Z5M430 4300 2800 2900 2095 1315 1320 6/6
Z5M435 4350 / / / / / /
Z5M450 4500 2700 2800 2165 1385 1390 6/6

‘% Z5M470 4700 2600 2700 2235 1455 1460 6/6

% Z5M480 4800 2500 2600 2265 1485 1490 6/6

g ZSM500 5000 2400*2500 2450 2330 1550 1555 6/6

& | zSM540 5400 / / / / / /

ﬂ ZSM550 5500 2250%2450 2300 2495 1715 1720 3/6
ZSM600 6000 1500*2100| 1550*2300 2715 1935 1940 3/6
ZSM650 6500 1000*1600| 1100*1850 2905 2125 2130 3/3
ZSM700 7000 600*900 700*1000 3110 2330 2335 3/3

Note: 3-3.5T free lifting height with backrest minus 295mm.
Note: * means capacity of double front wheels.

Note: Load capacity is reduced 200kg with optional side shifter for 3-3.5t forklift.






Configuration Option Sheet . » ___________________ NSeries3-3.5t

Multi Function Display

Driving/lifting/steering
Computer Controlled

Pedal Rubber

Lead Acid & Lithium Battery

Emergency Stop Switch

Full Set of LED Lights

Reversing Buzzer

Safety seat

Full-hydraulic Power
Steering

Wide view mast

Configuration

Warning Light

Two-piece Multiplex Valve

High Efficiency AC Drive
Motor

Gear Pump with Low Noise

Energy Efficient Dynamic
Signal

Load Sensing Hydraulic

Roof Weather Canopy

Charging Indicator

Electric Horn

Wide Angle Backup
Mirror

Optional

System
Traction Pin Tool Box Standard Forks Lift, Tilt, Levers
Cabin Cold A/C Heater Suspension Seat Lifting Potentiometer

Battery Charger

Lateral ShoveBattery

Lithium Battery

Rotating Buzzer Warning
Light

Rear Working Light

Solid Tyres

Non Marking Tyres

Three sides(left,right and
rear)red/blue bar light

Rear Blue Light

Large Capacity Battery

Tailored backrest

Widen Fork Carriage

Protective Net

Electric Fan

Reversing Handrail Horn

Corner Positioner

Reversing Radar

Fork Extensions

Tilt cylinder protection

Steering cylinder protection

Steering cylinder protection

Multiple Hydraulic

Transparent Roof Cover

_loadCurve »

Load Curve

Load Centre (D)
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Note: The vertical axis represents the rated lifting weight, and the horizontal axis
represents the load center distance. The load center is calculated from the front of the
fork, and the base point of the standard load refers to the center position of a cube with
a load side length of 1000 mm. When the mast is tilted forward, non-standard forks are
used, or loads exceeding the normal width are loaded, the load capacity will be reduced.
Through the load curve chart, the carrying capacity of various load centers can be

understood in time.

Structure Diagram . »
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